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Lennox VRF BACnet gateway kit VEBG2F is intended to realize the data exchange between the air
conditioning unit and BAS system, and providing standard BACnet/IP building interface and 10 I/Os (five inputs
are DI1, DI2, DI3, DI4, DI5 and five outputs are DO1, DO2, DO3, DO4, DO5). DI1 is the fire alarm interface.
The status of other 1/Os are mapped to the specific objects of the BACnet/IP bus and are defined by the user.

FEATURES AND FUNCTIONS

¢ International Standard BACnet/IP building
interface and 10 I/Os.

¢ Real-time monitoring of unit operation status,
e.g. on/off, mode, temperature.

e Monitor unit errors

e Up to 255 IDU units can be centrally controlled.
e Five Inputs: DI1, DI2, DI3, DI4, DI5.

e Five Outputs: DO1, DO2, DO3, DO4, DO5.

e D1: Fire Alarm Interface.

e CAN2 Protocol.

e Input Power: 100VAV-240VAC, 50/60HZ.

e 10BASE-T or 100BASE-TX parallel network
cable to router.

e Working Conditions: Temperature: 0 - 55°C,
Humidity less than 95%

e Weight: 1.35 Kg

NOTE - Due to Lennox’ ongoing commitment to quality, Specifications, Ratings and Dimensions subject to change without notice and without incurring liability.
Improper installation, adjustment, alteration, service or maintenance can cause property damage or personal injury. Installation and service must be performed by a
qualified installer and servicing agency. ©2015 Lennox Industries Inc.
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